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A polymer latex (e.g. natural rubber latex, SBR latex, or 
self -cross- linking 

SBR latex, etc. (100 pts. wt . ) is added in an ag. 
dispersion prepd. by 

polymerising one or more acrylate or methacrylate salt 
(e.g. Na, K or NH4 

acrylate or methacrylate, opt. blended with a 



copolymeri sable ethylenically 

unsatd. monomer 1-50 pts.wt. per 100 pts.wt. of water in 
an aq. soln. of a 

water-soluble high mol. material (e.g. agar, acacia, 
dextran, starch or 

derivs . ) , (1-100 pts.wt. per 100 pts.wt. of water) to give 
an adhesive compsn. 

for securing carpet pile with scrim and the tufted scrim 
with backing sheet . 

The adhesive compsns . have high resistance against 
blistering, viscosity 
stability and adhesion. 
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ABSTRACT : 

PURPOSE: To provide an adhesive having improved blister 
resistance , 

viscosity stability and bond strength, by a method wherein 
a water-soluble 

high- molecular composite material obtd. by polymerizing 
(meth) acrylate in the 

presence of water and a water-soluble high-molecular compd. 
is added to a 
high-molecular latex. 



CONSTITUTION: A monomer mixt . consisting of 
(meth) acrylate or consisting 



mainly of (meth) acrylate is polymerized in the presence 
an aq. soln. 

consisting of water and a water-soluble high-molecular 
compd. An aq. dispersion 

of the resulting water- soluble high-molecular composit' 
material is added to a 

high-molecular latex. The above water-soluble 
high-molecular compd. are compd. 

having ether group. and/or hydroxyl group. in the 
high-molecular structural 

unit. Examples thereof are agar, acacia, cellulose 
derivatives, and 

polyethylene glycol. Examples of the high-molecular 
latexes are natural rubber 

latex, SBR latex, and acrylic ester emulsion. 
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